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purposes of this method, be used in a two-di-
mensional mode (i.e., measuring yaw angle,
but not pitch angle). When the 3–D probe is
used as a 2–D probe, only the velocity pres-
sure and yaw-null pressure are obtained
using the pressure taps referred to as P1, P2,
and P3. The differential pressure P1–P2 is a
function of total velocity and corresponds to
the >P obtained using the Type S probe.
The differential pressure P2–P3 is used to
yaw null the probe and determine the yaw
angle. The differential pressure P4–P5, which
is a function of pitch angle, is not measured
when the 3–D probe is used in 2–D mode.

6.1.3 Other probes. [Reserved]
6.1.4 Probe sheath. The probe shaft shall

include an outer sheath to: (1) provide a sur-
face for inscribing a permanent reference
scribe line, (2) accommodate attachment of
an angle-measuring device to the probe
shaft, and (3) facilitate precise rotational
movement of the probe for determining yaw
angles. The sheath shall be rigidly attached
to the probe assembly and shall enclose all
pressure lines from the probe head to the far-
thest position away from the probe head
where an angle-measuring device may be at-
tached during use in the field. The sheath of
the fully assembled probe shall be suffi-
ciently rigid and straight at all rotational
positions such that, when one end of the
probe shaft is held in a horizontal position,
the fully extended probe meets the hori-
zontal straightness specifications indicated
in section 8.2 below.

6.1.5 Scribe lines.
6.1.5.1 Reference scribe line. A permanent

line, no greater than 1.6 mm (1/16 in.) in
width, shall be inscribed on each manual
probe that will be used to determine yaw an-
gles of flow. This line shall be placed on the
main probe sheath in accordance with the
procedures described in section 10.4 and is
used as a reference position for installation
of the yaw angle-measuring device on the
probe. At the discretion of the tester, the
scribe line may be a single line segment
placed at a particular position on the probe
sheath (e.g., near the probe head), multiple
line segments placed at various locations
along the length of the probe sheath (e.g., at
every position where a yaw angle-measuring
device may be mounted), or a single contin-
uous line extending along the full length of
the probe sheath.

6.1.5.2 Scribe line on probe extensions. A
permanent line may also be inscribed on any
probe extension that will be attached to the
main probe in performing field testing. This
allows a yaw angle-measuring device mount-
ed on the extension to be readily aligned
with the reference scribe line on the main
probe sheath.

6.1.5.3 Alignment specifications. This
specification shall be met separately, using
the procedures in section 10.4.1, on the main
probe and on each probe extension. The rota-

tional position of the scribe line or scribe
line segments on the main probe or any
probe extension must not vary by more than
2°. That is, the difference between the min-
imum and maximum of all of the rotational
angles that are measured along the full
length of the main probe or the probe exten-
sion must not exceed 2°.

6.1.6 Probe and system characteristics to
ensure horizontal stability.

6.1.6.1 For manual probes, it is rec-
ommended that the effective length of the
probe (coupled with a probe extension, if nec-
essary) be at least 0.9 m (3 ft.) longer than
the farthest traverse point mark on the
probe shaft away from the probe head. The
operator should maintain the probe’s hori-
zontal stability when it is fully inserted into
the stack or duct. If a shorter probe is used,
the probe should be inserted through a bush-
ing sleeve, similar to the one shown in Fig-
ure 2G–3, that is installed on the test port;
such a bushing shall fit snugly around the
probe and be secured to the stack or duct
entry port in such a manner as to maintain
the probe’s horizontal stability when fully
inserted into the stack or duct.

6.1.6.2 An automated system that includes
an external probe casing with a transport
system shall have a mechanism for main-
taining horizontal stability comparable to
that obtained by manual probes following
the provisions of this method. The auto-
mated probe assembly shall also be con-
structed to maintain the alignment and posi-
tion of the pressure ports during sampling at
each traverse point. The design of the probe
casing and transport system shall allow the
probe to be removed from the stack or duct
and checked through direct physical meas-
urement for angular position and insertion
depth.

6.1.7 The tubing that is used to connect
the probe and the pressure-measuring device
should have an inside diameter of at least 3.2
mm (1⁄8 in.), to reduce the time required for
pressure equilibration, and should be as
short as practicable.

6.1.8 If a detachable probe head without a
sheath [e.g., a pitot tube, typically 15.2 to
30.5 cm (6 to 12 in.) in length] is coupled with
a probe sheath and calibrated in a wind tun-
nel in accordance with the yaw angle cali-
bration procedure in section 10.5, the probe
head shall remain attached to the probe
sheath during field testing in the same con-
figuration and orientation as calibrated.
Once the detachable probe head is uncoupled
or re-oriented, the yaw angle calibration of
the probe is no longer valid and must be re-
peated before using the probe in subsequent
field tests.

6.2 Yaw Angle-measuring Device. One of
the following devices shall be used for meas-
urement of the yaw angle of flow.
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